HEAT RESISTANT TAPE

COATING OVER WELD 2”7 GATE VALVE TO BE REMOVED

AFTER HYDROSTATIC TEST

1'—0” . POLYURETHANE OR TAPE
— 4 COATING PER SPECIFICATION

SECTION 02518 AND 02527

COATING PER SPEC. /

EPOXY LINING PER
SPECIFICATION SECTION 02518

(SEE NOTE 2)

2" THREADED OUTLET W/ SCREW
PLUG SEAL WELDED AND COATED

AFTER HYDRO TEST. (SEE NOTE 1)

6” OUTLET W/ BLIND FLANGE
(COAT OUTSIDE AFTER HYDRO

TEST) |

INTERNAL ELLIPTICAL DISHED HEAD PLUG STEEL PIPE
FLEXIBLE COATING AND LINING

N.T.S
NOTES:
1. SEE SPECIFICATION SECTION 02518 FOR North Harris Coun
REPAIR OF EPOXY LINING. REG]ONA[ ATER
PO Authority
2. DETAIL SHOWS EPOXY LINING. CEMENT
MORTAR PIPE TO BE SIMILAR TO THIS STEEL PIPE
DETAIL.
DETAILS
3. DISHED HEAD PLUGS SHALL BE CAPABLE —
OF WITHSTANDING THE HYDROSTATIC N
TEST PRESSURE FROM EITHER SIDE, WITH RSN VAR
THE OPPOSITE SIDE EMPTY OF WATER. EFF. DATE: |REF. NO.
12—22—-2020 27
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