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TUNNEL & CASING  DETAILS
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NOTES: 1. DETAIL IS FOR PRESTRESSED CONCRETE DETAIL IS FOR PRESTRESSED CONCRETE CYLINDER PIPE (STEEL PIPE AND D.I.P. ALTERNATE SIMILAR).  2. MINMUM CLEARANCES SHOWN ON THE MINMUM CLEARANCES SHOWN ON THE PLAN & PROFILE DRAWINGS ARE TO THE O.D. OF TUNNEL LINER. ADJUST PROFILE AS REQUIRED TO MAINTAIN CLEARANCES IDENTIFIED. NO SEPARATE PAY.  3. CONTRACTOR TO PROVIDE SUBMITTAL OF CONTRACTOR TO PROVIDE SUBMITTAL OF THE TUNNEL LINER DESIGN SIGNED AND SEALED BY A PROFESSIONAL ENGINEER.
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CONCRETE INVERT
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(FOR WATER MAINS 36 INCHES AND LARGER)
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SEE SPECIFICATION SECTIONS 02425 AND 02517
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PRESSURE GROUT BEHIND TUNNEL LINER
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PERMANENT JACKS OR OR WEDGES, AS DESIGNED BY CONTRACTOR
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ANNULAR GROUT-THIS AREA TO BE GROUTED AFTER INSTALLATION OF CARRIER PIPE
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PIPE MUST BE ISOLATED FROM LINER OR METAL SUPPORTS/WEDGES A MINIMUM OF 4 INCHES
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TUNNEL PRIMARY LINER SEE NOTE 3
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PRESSURE GROUT BEHIND TUNNEL LINER
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SUPPORT TO BE PROVIDED BY CONTRACTOR
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