CONTRACTOR WORK ZONE NOTES

1. DRIVEWAY ACCESS WILL BE MAINTAINED OPEN AFTER WORKING HOURS.
A MINIMUM OF ONE DRIVEWAY ACCESS WILL BE MAINTAINED OPEN AT ALL
TIMES TO COMMERCIAL, APARTMENTS, AND/OR NON-—RESIDENTIAL
DEVELOPMENTS.

2. THE LENGTH OF THE WORK ZONE MUST BE RESTRICTED TO 1,000 LINEAR
FEET WITHIN THE HARRIS COUNTY ROW OR EASEMENTS. THE CONSTRUCTION
ZONE WILL BE A ROLLING CONSTRUCTION ZONE WITH APPROPRIATE
TRANSITIONS ON EACH END UNLESS OTHERWISE SHOWN IN PLANS AND
SPECIFICATIONS.

3. SIGNALIZED INTERSECTIONS: LANES WILL NOT BE CLOSED AT A SIGNALIZED
INTERSECTION, UNLESS APPROVED BY THE COUNTY ENGINEER AND SHOWN IN
THE PLANS AND SPECIFICATIONS.

4. TEMPORARY PAVEMENT MARKERS: TEMPORARY EPOXY—GLUED BOTTONS OR
"CONSTRUCTION GRADE” TAPE PAVEMENT MARKERS SHOULD BE USED ON
PERMANENT PAVEMENT TO ELIMINATE GRINDING AND SCARRING OF THE
SURFACE.

5. PEDESTRIAN TRAFFIC: CARE SHALL BE TAKEN TO PROVIDE FOR TEMPORARY
PEDESTRIAN TRAFFIC AND CROSSING AT AREAS SUCH AS SCHOOLS, PARKS,
AND SHOPPING AREAS.
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