12”7 THICK CONCRETE COLLAR
AROUND COVER TO BE A TRUE
6’ CIRCLE OR SQUARE

TOP OF MANHOLE & SURFACE OF CONCRETE
TO MATCH FINISHED STREET GRADE

CONCRETE PROVIDE EXPANSION
COLLAR y JOINT

e\ / 1
R
\\ EXIST CONCRETE

PAVEMENT

ASPHALT SURFACE

12" (TYP)

3 — #4’s CONTINUOUS

SECTION

MANHOLE IN PAVEMENT

NOTES:

1. CONSTRUCT THE FINAL TWO FEET OF THE MANHOLE AND
PLACE CONCRETE WITHIN BLOCKOUT AFTER THE STREET
PAVEMENT HAS BEEN INSTALLED.

2. SEE HEAVY DUTY MANHOLE RING AND COVER DETAIL,
REF.NO. 20

3. SEE DRAWINGS FOR PAVEMENT REPAIR DETAILS.

4. FOR MANHOLES DEEPER THAN 20 FEET, INCREASE SIZE OF
ACCESS MANHOLES TO 72—INCH OR 84—INCH DIAMETER & éNo,ﬂ, Harris Cou

PROVIDE SAFETY CLIMBING RAIL (SAF—T—CLIMB) OR REGIONAL WATER

APPROVED EQUAL. SEE SPECIFICATION SECTION 02082. PO Authority

5. PLACE MANHOLE ON NEW COMPACTED (95%SPD) BOTTOM. VALVE AND SERVICE
MANHOLE DETAILS
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