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GENERAL NOTES: 1. SECURELY FASTEN MESH FENCING TO POSTS WITH  SECURELY FASTEN MESH FENCING TO POSTS WITH  STAPLES OR TIE WIRES. 2. SECURELY FASTEN FILTER FABRIC TO MESH FENCING. SECURELY FASTEN FILTER FABRIC TO MESH FENCING. 3. WHEN TWO SECTIONS OF FILTER FABRIC ADJOIN EACH  WHEN TWO SECTIONS OF FILTER FABRIC ADJOIN EACH  OTHER, OVERLAP 6 INCHES AT A POST,FOLD TOGETHER, AND ATTACH TO A POST. 4. REMOVE SEDIMENT DEPOSITS WHEN SILT REACHES   REMOVE SEDIMENT DEPOSITS WHEN SILT REACHES   ONE-THIRD OF THE HEIGHT OF THE FENCE IN DEPTH.
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3.	ATTACH FILTER MATERIAL TO WIRE FENCE AND     ATTACH FILTER MATERIAL TO WIRE FENCE AND     EXTEND IT INTO THE TRENCH. BACKFILL AND     COMPACT THE EXCAVATED SOIL.
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1.	SET POSTS AT REQUIRED SPACING AND DEPTH. EXCAVATE SET POSTS AT REQUIRED SPACING AND DEPTH. EXCAVATE 6" x 6" TRENCH UPSLOPE ALONG THE LINE OF POSTS.
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