HALF SECTION FOR HALF SECTION FOR
MANHOLE IN PAVEMENT <= MANHOLE IN OPEN AREA

SEﬁAnﬁ’é\fE %ﬁ’,]é PROVIDE CONC. COLLAR
& COVER DETAIL, (6" DIA. OR SQ. X 12" THICK) NATURAL GROUND.
REF. NO. 20 WITH 1-#3 BAR CONTINUOUS /_ SURFACE
FOR OPEN AREAS
SEE NOTE 2——& % L"”L{V& QN
i N
CONCRETE COLLAR
MANHOLE IN PAVEMENT —— g M X PROVIDE 4-6" STD
ol Q| DETAIL, REF NO. 49 s e 54 PRE—CAST CONC. SECTIONS
1ES 24 ox . WHEN MANHOLE IS NOT
. FIBERGLASS MH STEPS, z
B| STAGGERED SEE MANHOLE - N 4= UNDERNEATH CONC. PYMT
Z| STEP DETAIL, REF. NO. 57 = ~ N 3 (SEE NOTE 1)
i)
%) L Ox PRECAST MANHOLE
L e TIE— SEE_SPECIFICATION
0 H;H_;r'"‘— SECTION 02082
SEE TYPICAL WALL 2 = BN
PENETRATION AND < A ¥ : SUPPORT VALVE OPERATOR EXTENSION WITH
REINFORCEMENT DETAIL, ~ | S — 2" X 2" GALVANIZED STEEL BRACKET
REF. NO. 50 = 3'-0 2 (MIN 1 _REQUIRED) W,/ GALVANIZED COUPLING
.. ATTACHED TO M.H. WALL W/ 2'=2" LONG X "DIA.
e WATER LINE 2 s GALVANIZED STEEL ANCHOR BOLTS. VALVE
4 : -0 A STEM EXTENSION SHALL BE REMOVABLE.
: e
o[> 2" SQUARE OPERATING NUT
. 4™— 60" FOR D<= 16’
el 72" FOR D> 16’
° Bl ~[N— NRS GATE VALVE
] L - (12" IF<=48" WM. DIA. OR 16" IF>48” W.M. DIA)
127 DIA. OUTLET —<=48" W.M. DIA. L
16" DIA. OUTLET — >48" W.M. DIA.  — -\ BLIND FLANGE
i N3 .
CONCRETE VALVE SUPPORT, \_ 46 © 12" 0.CEW.
PROVIDE A MINIMUM CLEARANCE
OF 6" BETWEEN CONCRETE
SUPPORT AND THE FLANGES (TYP) SLOPE GROUT FLOOR TO DRAIN
*3,000 PSI MIN GROUT
NOTES:

1. PROVIDE RAM—NEK OR APPROVED EQUAL BETWEEN
PRECAST SEGMENTS OF THE MANHOLE. SEE
SPECIFICATION SECTION 02082.

2. SEE DRAWINGS FOR PAVEMENT REPAIR DETAILS.

3. FOR MANHOLES DEEPER THAN 20 FEET, INCREASE SIZE
OF ACCESS MANHOLES TO 72-INCH OR 84—INCH
DIAMETER & PROVIDE SAFETY CLIMBING RAIL
(SAF-T—CLIMB) OR APPROVED EQUAL. SEE
SPECIFICATION SECTION 02082.

4. PLACE MANHOLE ON NEW COMPACTED (95 SPD) BOTTOM.
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