POLYURETHANE OR TAPE COATING
PER SPECIFICATION SECTION 02518 / BELL TRANSITION
|

AND 02527 | BELL SOCKET
|
FIELD WELD IN ACCORDANCE WITH
SPECIFICATIONS.WELD THICKNESS
SHALL BE EQUAL TO PIPE WALL
THICKNESS
RS
\/ 1]
PIPE 1.D.
NORMAL OUTSIDE WELD MAY
EPOXY LINING PER SPECIFICATION LAP 1 1/2 BE SUBTITUTED FOR
SECTION 02518 INSIDE WELD
1”7 MIN. NO WELDING SEE NOTE 1

IN BELL TRANSITION

LAP—WELD FIELD JOINT — STEEL PIPE
FLEXIBLE COATING AND LINING

N.T.S.
& REGIONAL WATER
PO Authority
NOTES:
1. SEE SPECIFICATION SECTION 02518 FOR STEEL PIPE
REPAIR OF EPOXY LINING. DETAILS
2. ALL REFERENCES TO PIPE DIAMETER FOR PN e N —
THIS PROJECT SHALL SIGNIFY SIZE e
MEASURED TO INSIDE DIAMETER OF LINED DESIGN WANAGER
PIPE. EFF. DATE: |REF. NO.
12—22—-2020 24



AutoCAD SHX Text
BELL SOCKET

AutoCAD SHX Text
BELL TRANSITION

AutoCAD SHX Text
PIPE I.D.

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
SEE NOTE 1

AutoCAD SHX Text
POLYURETHANE OR TAPE COATING PER SPECIFICATION SECTION 02518 AND 02527

AutoCAD SHX Text
EPOXY LINING PER SPECIFICATION SECTION 02518

AutoCAD SHX Text
LAP-WELD FIELD JOINT - STEEL PIPE 

AutoCAD SHX Text
FLEXIBLE COATING AND LINING N.T.S.

AutoCAD SHX Text
FIELD WELD IN ACCORDANCE WITH SPECIFICATIONS.WELD THICKNESS SHALL BE EQUAL TO PIPE WALL THICKNESS

AutoCAD SHX Text
OUTSIDE WELD MAY BE SUBTITUTED FOR INSIDE WELD

AutoCAD SHX Text
1" MIN. NO WELDING IN BELL TRANSITION

AutoCAD SHX Text
NORMAL LAP 1 1/2"

AutoCAD SHX Text
APPROVED BY:

AutoCAD SHX Text
EFF. DATE:

AutoCAD SHX Text
REF. NO.

AutoCAD SHX Text
12-22-2020

AutoCAD SHX Text
DESIGN MANAGER

AutoCAD SHX Text
24

AutoCAD SHX Text
STEEL PIPE DETAILS

AutoCAD SHX Text
NOTES: 1. SEE SPECIFICATION SECTION 02518 FOR      SEE SPECIFICATION SECTION 02518 FOR      REPAIR OF EPOXY LINING. 2. ALL REFERENCES TO PIPE DIAMETER FOR ALL REFERENCES TO PIPE DIAMETER FOR THIS PROJECT SHALL SIGNIFY SIZE   MEASURED TO INSIDE DIAMETER OF LINED PIPE. 


	Sheets and Views
	24


