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FILL (BROKEN CONCRETE IS NOT PERMITTED)
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PUBLIC
RIGHT—-OF—WAY

8" MIN.

PERMEABLE, SEPARATION GEOTEXTILE FABRIC FOR GRADED TO PREVENT RUN—OFF FROM
FULL WIDTH AND LENGHT OF EXIT LEAVING SITE

PROFILE

PROVIDE APPROPRIATE TRANSITION BETWEEN
STABILIZED CONSTRUCTION ENTRANCE AND PUBLIC
RIGHT—OF—WAY

GENERAL NOTES:

1. MINIMUM LENGTH IS AS SHOWN ON CONSTRUCTION
DRAWINGS OR 50 FEET, WHICHEVER IS MORE.

2. CONSTRUCT AND MAINTAIN CONSTRUCTION EXIT WITH CONSTANT WIDTH ACROSS ITS
LENGTH, INCLUDING ALL POINTS OF INGRESS OR EGRESS.

3. UNLESS SHOWN ON THE CONSTRUCTION DRAWINGS, STABILIZATION FOR OTHER AREAS
gl‘% HAVE THE SAME AGGREXGA"TE THICKNESS AND WIDTH REQUIREMENTS AS THE
ILIZED CONSTRUCTION .

4. WHEN SHOWN ON THE CONSTRUCTION DRAWINGS, WIDEN OR LENGTHEN STABILIZED
AREA TO ACCOMMODATE A TRUCK WASHING AREA. PROVIDE OUTLET SEDIMENT TRAP FOR

THE TRUCK WASHING AREA. North Harris Coulw
5. PROVE PEROOK TOP ORESSNG WIH ADOTIONAL COMRSE AGGREGATE, 0 MANTAN REGIONAL Aﬁ\mToljig

6. PERIODICALLY TURN AGGREGATE TO EXPOSE A CLEAN DRIVING SURFACE.

7.  ALTERNATIVE METHODS OF CONSTRUCTION INCLUDE:
-cmmrcfuatuzm SOIL:  COMP; SOIL, LIMESTONE

ACTED CEMENT STABILIZED
ACGREG TE, OR OTHER FILL MATERIAL IN AN APPLICATION OF THICKNESS OF 8 PREVENTION PLAN DETAILS

—WOOD MATS: OAK OR OTHER HARDWOOD TIMBERS PLACED EDGE TO EDGE AND APPROVED BY:
ACROSS SUPPORT WOODEN BEAMS WHICH ARE PLACED ON TOP OF EXISTING SOIL
IN AN APPLICATION THICKNESS OF 6 INCHES.

—STEEL MATS: PERFORATED MATS PLACED ACROSS PERPENDICULAR SUPPORT MEMBERS.
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